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5 GHz Channel Allocations

Frequency

Radio Band
Center Freq

20 MHz
40 MHz
80 MHz
160 MHz

FCC - US

ISED - Canada

ACMA - Australia

ETSI - EU

20 MHz

Center Freq

DFS/TPC - Indoor
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500 MHz
5000 + 5 X Ch. Number DFS Channels DFS Channels
Past Proposal TDWR Proposed
U-NII-1 U-NII-2a UNII-2b U-NII-2c (Extended U-NII-3 UNII-4
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165 was IS, now U-NIl-3 Proposed
1,000 mW Tx Power 250 mw w/6dBi Not Currently Available 250 mw w/6dBi 120, 124, 128 144 1,000 mW Tx Power Not Currently
Indoor & Outdoor Indoor & Outdoor for Unlicensed Indoor & Outdoor US - Allowed Now Indoor & Outdoor Available For
No DFS needed DFS Required DFS Required Allowed No DFS needed Unlicensed
FCC - Except Outdoor Same as FCC Same as FCC TDWR Same as FCC Canada
License Req. >200 mW Not Allowed PtP allows Higher EIRP
200 mW EIRP 200 mW EIRP - DFS & TPC 1,000 mW - DFS & TPC TDWR 1,000 mW - DFS & TPC 4,000 mW Tx Power
Indoor 100 mW EIRP - DFS-Only 500 mW - DFS-Only - No TPC Not Allowed 500 mW - DFS-Only Indoor & Outdoor
Indoor Indoor/Outdoor Indoor/Outdoor No DFS needed
100 mW 200 mW EIRP 1,000 mW EIRP UK 4,000 mW EIRP
No DFS/TPC DFS/TPC DFS/TPC No DFS/TPC - Outdoor
Indoor Indoor Indoor/Outdoor 144 Fixed Wireless Access
200 mW EIRP 10-min TWDR 25mW 25mW - SRD - No DFS
Scan Time SRD

5.765
5.785
5.805
5.825
5.845
5.865
5.885

Wavelength 5.1cm - 2.0" ->
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